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TECHNICAL SPECIFICATIONS - TECHNISCHE ANGABEN

-

. A
3022 SD22W 5D23 SD2SW SD30 SD30W SDAD SD4IW SDG0 SD6OW SD30 SDBOW -5D125 SD1265W SD210 SD210W ‘

Electric voltage 220-240/50/1  220-240/8011  220-240/50/1  220-240/501  220-240/501  220-240/50/1  £20-240/5011 220-240/501
Normale Netzspannung - -10++6% 10+ 46% -10 ++6% -10 ++6% -10 ++6% 10 ++6% -10+ 6% 10 ++6%
Condensation Air - Water  Air  Water  Air  Water  Ar  Water  Air  Water  Air  Water  Air Watar Air Water
Kiihlung Luft Wasser Luft Wasser Luft Wasser Luft Wasser Luft Wasser Luft Wasser Luft  Wasser LUt Wasser
8in Capacity (kg}
Speiker Kapazitt {kg) 65 | 10 17 20 30 50 80
Net weight {ka} '
Netto Gewicht (kg) 32 3 43 49 50 64 95 128
Compressor power HP
Kompressorlgigtung PS 15 15 113 173 378 172 1 21
Running amps
Ampere 2.2 22 26 27 32 34
Start amps .
Start Amperg 9.1 91 i 95 10 15

L
Power (Watts) ‘
Leistung {Watt} 350 »H0 . 430 500 510 720 1300 2600
Power cons. in 24 hrg (Kwh)
Stromverbrauch in 24 std (Kwh} 7.5 15 §.8 9 10.7 14 27 227
Wire size (mm?2)
Kabelanzahi {mm2) Ixd 31 3x1 I i 3x15 3xt15 3x15

Refrig. 'charge R22(gn
Kihimittel FOIL 822 (gr} 220 180 220 180 240 220 240 220 250 230 450 400 450 320 2450 2x320

Refrigerant metering device ~ Capillary tube  Capillarytube  Capiliarytube  Capillarytube  Capillarytube  Capillary tube  Capillary tube Capillary tube '
Kittemittel-Expansionssystem  Kapillarrohr Kapillarrchr Kapillarrghr Kapillarrohr Kapillarrohr Kapillarrohr Kapitlarrohr Kapillarrohr

OPERATING PRESSURES - BETRIEBSDRI{ICKE

Discharge pressure - Hochdruckbereich
‘SD 22 sh23 Sb 30 SD 40 SD60 SD 80 §D125 SD210

Air cooled {21°C) : .

Luftgekiihlt (21°C) 14415 bar t4+15bar  145bar 13544 5bar - 135145bar 15 bar 14 bar 14,5 bar
Water cooled

Wassergekiihlt 14 bar 14 bar 14 bar 14 bar 14 bar 14 bar 14 bar 14 bar

Suction pressure - Niederdriick
End of freezing cycle - Ende der Gefrierfase

SD 22 8D 23 SD 30 SO 40 8D 60 SD 80 SD125 SD21D ﬁ

1540, 2har  1,5402bar  2,040,2bar  2040.2bar 20402bar 22402hbar 22402 bar  2,240,2 har
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ON WATER COCLED VERSION THE FAN MOTOR 1S ROT USED EXCEPT ON MODEL SD 80 - DIE WASSERGEKUHLTE VEﬁSION VERWENDET NICHT DEN LOFTERMOTOR;

AUSGENOMMEN IST DAS MODELL SD 80
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9. OPERATING LIGHT -
10.  TIMER MOTOR - TIMER MOTOR
11.  HOT GAS VALVE - HEISSGASVENTIL
12, WATER INLET VALVE - WASSEREINLAUFYENTIL
13.  WATER PUMP - WASSERPLIMPE
14, COMPRESSOR - KOMPRESSCR
15.  FAN MOTOR - LUFTERMQTOR




GENERAL INFORMATION
AND INSTALLATION

A. INTRODUCTION

This manual provides the specifications and the
step-by-step procedures for the installation, start-
up and operation, maintenance and cleaning for
the SIMAG SD Series lcemakers.

The SIMAG SD cubers are quality designed,
engineered and manufactured. :

Thaeir ice making systems are thoroughly tested
providing the utmost in flexibility to fit the needs
of a pariicular user.

This product quahfles for the followmg listings: .

These icemakers have been engineered 1o our
own rigid safety and performénce standards.
The VDE - SEV - WRC seals signify thatitis listed
with them and that it complies with the materials
and manufacturing standard ofthem. These seals
also signify that these icemaker medels have
been inspected and tested by VDE - SEV - WRC
inspectors who reserve the right to periodically
examine production icemakers at the: factory to
assure continued compliance. :

..@
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6. Chack that refrigerant lines do not rub
against or touch otherlines or surfaces; and that
the fan blades move freely. '

7.~ Check that the compressor fits snugly onto
all its mounting pads. :

8. See data plate on the rear side of the unit
and check that local main voltage corresponds
with the voltage specified on it.

CAUTION. Incorrect voltage supplled to
the icemaker. will void your parts

replacement program.

NOTE. Toretain the safety and performance -
built into this icemaker, it is important that
installation and maimtenance be conducted
i the manner outlined in this manual. -

B. UNPACKING-AND' IN.SPECTION

1. Call your authorized SIMAG Distrlbutor or
Dealer for proper instaliation.

2. Visually inspect the exterior of the packing
and skid. Any severe damage noted should be
reportedto the delivering carrier and a concealed
damage claim formfilledin subjet toinspection of
the contents with the carrier's representative
present

3. a)Cutandremove the plastic strip securing
the carton box to the skid.

b} Remove the packing nails securing the

carton box to the skid.
¢} Cutopen the top ofthe carton andremove
the polystyre protection sheet.
d} Pull out the polystyre posts from the
" corners and then remove the carton.

4. Remove the front and the sides pansls of
the unit and inspect for any concealed damage
Notify carrier of your claim for the concea ed
damage as stated in step 2 above.

5. Remove all internal support packing and
masking tape.

9. . Remove the manufacturer's. registration
card-frem the inside of the User Manuat and fill-
in all parts including: Model and Serial Number
taken from the data plate

Forward the comR’Ieted self- addressed
registration card to SIMAG factory. -~ -

C. LOCATION AND LEVELLING

WARNING. This Modular Flaker and
Superflaker is designed for indoor
installation only. Extended periods of
operation at temperature exceeding the
following limitations will constitute
misuse under the terms of the. SIMAG
Manufacturer’s Limited Warranty resulting
in LOSS of warranty coverage. :

1. - Position the storage bln in the selected
permanent locaticn.
Criteria for selection of location mclude

a) Minimum room temperature 10°C (50°F)
and maximum room temperature 40°C (100°F),

b) Water inlet temperatures: minimum 5°C
(40°F) and maximum 40°C (100°F).

c) Well ventilated location for air cooled
meodels (clean the air cocled condenser at
frequent intervals).

d) Service access: adequate space mustbe
left for all service connections through the rear of
the ice maker. A minimum clearance of 15 cm
(6") must be left at the sides of the unit for routing
cooling air drawn into and exhausted out of the
compartment to maintain proper condensing
operation of air cooled models.

NOTE. With the unit in “buift-in” conditions,
the ice production is gradually reduced in
respect to the levels shown in the graph, up
to a maximum of 10% at room temperatures
higher than 32°C.

The daily ice-making capacity is directly
related o the condenser air iniet temperatu-
re, water temperature and age of the machine.
To keep your SIMAG CUBER at peak
performance levels, periodic maintenance
checks must be carried out as indicated on
this manual.
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2. Le\rel the Icemaker in. both the left to nght |

and front to-rear dlrectlons by means of the
adjustable legs. - S

D. ELECTRICAL CONNECTIONS -

See: data plate  for .current requirements to
determine wire size to be used: for electrical
connactions. All SIMAG: icemakers: require. a
solid earth wire.

All SIMAG ice machines are supplied from the
factory completely: pre-wired: artd require only

electrical power connections to- the-wire’ cord'

rovided at the rear of the:unit.:

ake sure that the ice machine is connected to
its own circuit and |nd|V|duaIIy fused (see data
plate for:fuse size)... . .
The maximuny aIIowabIe voltage varlatlon should
not exceed -10%-and. + 6% of the data plate
rating. Low voltage can:cause faulty functioning
and may be responsible for serious damage to
the overload switch and motor windings. -

NOTE. All external wiring should conform to
national, state and foca! srandards and |

regulations.:

- Check voltage on_the line and the ice maker’s
data plate before conneotlng the unit. .

E WATEFI SUPPLY AND DFIAIN
o CONNECTIONS

GENERAL

When choosing the water supply for the ice flaker
considération shotld bg givento:. -
ayLengthofrun .
..b) Water clarity and purity '
".¢).Adequate watet supply pressu re
Since wateristhe most important single’ mgredrent
in producing ice you cannot emphasrze toomuch
the three items fisted above.

Low water pressure beiow 1 bar __may cause

malfunction of the'i ice maker Unit. ..

Water containing excessive minerals will tend to
produce cloudy colored ice cubes, plus scale
build-up on the interior parts of the water system.

WATEFI SUPPLY

Connect the 3/4" GAS male of the water mIet
fitting, using the food grade flexible tubing supplied
with the machine, to the cold water supply line
with regular plumbing fitting and a shut-off valve
installed in an accessible position: between the
water supply line-and the unit. -

If water contains a high level of impurities, it is
advisable to' consider the mstaIIatlon of an
appropriate water. nlter or condltloner

WATER DRAIN

Connect the drain fitting wrth a plastlc tube to an
apen trapped and vented drain. When the drain
is a long run, aIIow 3 cm pitch per meter (1/4"
pitch per foot), g

On water cooled verstons, the water drain line
from the condenser is internally connected with
the drain fitting of the unit.

It is strongly recommended therefore to mstall a
vertical open vent on unit-drain-line high point fo
ensure good draining and to direct the drain line
to a trapped and vented floor drain-receptacle. -

NOTE. The water supply and the water drain

must be installed to confoim with the local

code. In some case a ficensed pfumber and/
-ora plumbing permrt is requrred




w

F. FINAL CHECK LIST.

1. s the unit:in d room ~where ambient
temperaturesarewrthm amlmmum of 10°C {50°F)
even in winter months? . -

2. s there at least a. 15'cm:"(‘6"') clearan_ee
around the umt for proper air cwculation‘?

3. s the unit Ievel'? (IMPORTANT)

4. ‘Have all the electrical and plumbing
connections been made andis the water supply
shut-off valve open o

5 ' Has the voltagé been tested and checked
agalnst the data plate rati ng'? )

6. “Hasthe water supply pressure been checked
to ensure a water pressure ot at least 1 bar
(14 psi). 3 o

Page 3

7. Havethebolts holding the compressordown
been checked to ensure that:the compressor is
snugly fitted onto the mountlng pads”

8. Checkall refngerant imes and conduit Ilnes
to guard against vibrations and possible failure.

9. Have the bin liner and cabinet bean wiped
clean? . :

10 ‘Has ‘the ownerfuser been’ glven the User
Manuatand beeninstructed onthe importance of
periodic maintenance checks?

11. Has the Manufactu_rer_s registration card
been filled in propery? Check for ¢orrect medel
and serial number against the serial plate and
mail the registration card to the factory. :

12. Hastheownerbeen given the name and the
phone number of the authorized SIMAG Service
Agency servmg hlm'?

E G INSTALLATION PRACTICE

Hand shut-off valve =

Water filter

_Water supply Ime (fle)uble hose)
3/4" GAS mdle flttlng : :
Vented drain o
Open trapped vented draln _
Drain fitting -~ :

Main switch

Power line

sopordpvsn.h!snw.-»'.”"

(100°F).

WARNING. This icemaker is not designed for outdoor mstallatlon and mll not tunctlon in -
ambient temperatures below 10°C (50°F) or above 40°C (100°F). -

This icemaker will malfunction with water temperatures below 5°C {(40°F) or above 40°C
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OPERATING - -
INSTRUCTIONS

START UP

After havin c:orrectly instalied the ice maker and
completed the. plumbing .and e!ectncal
connections, perform the followmg Start -up”
procedure. - : . .

A. Puttheicemakerinoperationby movingthe
unit masier swiich, located on the cabinet front,
to the ON.position. .

The model SD 22, being not.provided of an unit
master switch, has to be gperated by switching
“on” the master switch on the power line or, in
case this last one has not been fitted, by merely
plugging in its electric cord into an adequate
receptacle. _

NOTE. The icemaker control is factory set
with the timer microswifches actuators
dropped off into the initial point of the cam
slot. This setting pos;rion allows a proper
waiter filling.

The unit starts operatlng in the “defrost cycle”
with the following componenis bemg activated:

THE WATER INLET SOLENOID VALVE
THE HOT GAS SOLENOID VALVE -
THE RELAY COIL (SD 125 & SD 210)
"THE COMPRESSO

‘THE TIMER MOTOR

‘B. During the water filling operation, check to
see that the incoming water dribblers, through
.the evaporator platen dribbler holes, down into

the sump reservoir to fill it up and also that the -

.incoming surplus of water flows out through the
overflow pipe into the drain line.

NOTE. i, in the defrost cycle length, the
machine sump reservoir does not get filled
with water up fo the rim of the overflow pipe,
remove the front panel and rotate the shaft of .
the timer so to cause the dropping of the two
microswitches actuators into the begmnmg
of the cam slot and check for:

1. The waler prassure of the water supply
fine, it must be-at least 1 bar (14 psig)
Mmfmum (Max 5 bar-70 psig).

2 The f;!renng device installed in the water
fine that may reduce the water pressure
below the Minimum value of 1 bar (14 psig).

3. Any clogging situation in the water circuit
like the inlet water strainer and/or the flow

_conrroi_ o

OPERATIONAL CHE.'C'KS.

C.. Atcompletion of the water filling phase the
unit initiate automatically the ﬂrst freezing cycle
with the start up of {Fig.1):

COMPRESSOR

RELAY COIL (SD 125 & SD 210)
WATER PUMP :

FAN MOTOR (in air cooled versmn)

D. Check to see through the ice discharge
opening that the spray system is correctly seated
and that the water jets uniformely reach the
interior of the inverted mold cups or the exterior
of the evaporator tips; also make sure that the
plastic curtain is hanging freely and there is not
excessive water spiling through it.

E. Theice makingprocesstakes place thereby,
with the water sprayed into the molds or onto the
tips that gets gradually refrigerated by the heat
exchange with the refrigerant flowing into the
evaporator serpentine.

During the first portion of the freezing cycle, the
timer assy is standing-by with its microswitches
actuators resting on the raised cam profile
(po|5|t)|on that correspondto the end of the defrost
cycle

" F.- Then,as the cube size control cut-in pointis

reachedb the evaporator temperature the control
of the cycle is passed to the timer assy. - Whose
raisedcam slowly rotates to continue the freezing
Tycle {2nd phase) up to its completition.

he components in operation during this 2nd

- phase of the cycle are (Fig.2):

COMPRESSOR

RELAY COIL (5D 125 & SD 210)
WATER PUMP

FAN MOTOR (in air cooled versmn)
TIMER MOTOR

G.. After about 18+20 minutes from the
beginning of the freezing cycle, in an hypothetic
ambient temperature of 21°C, the defrost cycle
takes place with the hot gas and the water inlet
valves being simoultaneously activated.

. The electrical components in operation are {Fig.3):

COMPRESSOR

RELAY COIL (SD 125 & SD 210} .
WATER INLET SOLENOQID VALVE
HOT GAS VALVE

TIMER MOTOR

H. Check dunng the defrost cycle, that the
incoming water flows correctly into the :sump

" reservoir in order to refill it and that the surplus
- overflows through the overflow drain tube.

I. Checkthetexiure ofice cubesjustreleased.
They have to be of the rlght size with a thickness
of about 7+-8 mm. :
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Ifthe i6&'eubds have figt the correct size, walt for
a"second «harvest before: aﬁemptmg any
adjustriient by setting ize contral.
By rotating the control setting screw ciockmse
theice aube thickriess-¢éan be increased; on the
contrary the'thickngss canbe rediiced by turnlng
the setling ‘screw-counterélockwise,
I-the-ice: ‘cubes ‘are-shallow and- cloud itis
possible-that thie ics maker runs short of ‘water
during thé freezing‘cycle'sécond phase or; the
quality-of-the-supp ied Waterrequires the use: of
an apﬁropnat' Fwater fﬂfer ‘or cendatubner

J. Wlth the |cemaker|nthe harvest'cyc’le ho’]d
ice against the bin thermostat control bulb to test
its shut off_(Fig.4). This should cause the ice
maker to shut OFFF after 36-seconds, 1 minute at
~'the most, namely w’hen the ¢ trOI’bu?btempera-
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NOTE. in case this test is performed during
the freezing cycle, the unit will shut OFF only
at the-end of the freeezing oycle-and exactly
- “when the timer switch actuamrs drop-bff mto
rhe cam s.'of (ng 5). :

Withiin. mlnutes a

.cleanlng and care |t requ

sensing bulb, the buib w1||_.warm upto reach. +4'°C
and consequently will cause the icemaker to
restart from the harvest (defrost) cycle.

1struct th_e ge_nefrat
operatson of the |ce machlné,an ’abéu the
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PRINCIPLE OF OPERATION

In the SIMAG cube ice makers the water used to
make the ice is kept constantly in circulation by
an electric water pump which primes it to the
spray system nozzles from where it is diverted
into the molds of the evaporator.

A small quantity of the sprayed water freezesinto
ice; the rest of it cascades by gravity into the
sump assembly below for recirculation.

FREEZING CYCLE

The hot gas refrigerant discharged out from the
compressor reaches the condenserwhere, being
cooled down, condenses into liguid. Flowing into
the liquid line it passes through the drier filter,
then it goes all the way through the capillary tube
where, due to the heat exchanging action, it
looses some of its heat content sothatits pressure
and temperature are fowered as well.
Next the refrigerant enters into the evaporator
serpentine {which has a larger |.D. then the
capillary) and starts to boil off; this reaction is
emphasized by the heat transferred by the
sprayed water,

he refrigerant then increases in volume and
changes entirely into vapor.
The vapor refrigerant then passes through the
suction accumulator (used to prevent that any
small amount of liquid refrigerant may reach the
compressor) and through the suctionline. In both
the accumulator and the suctionling itexchanges
heat with the refrigerant flowing into the capillary
tube (warmer), before to be sucked in the
compressor and to be recirculated as hot
comPressed refrigerant gas.
The freezin c?;cle is controlied by the evaporator
thermostat ?w ich has its bulb in contact with the
evaporator serpentine) thatdeterminesthe length
of its first portion of the cycle.
When the temperature of the evaporator
thermostat bulb drops fc a pre-set value, the
evaporatorthermostat changes its contacts {from
3-4 to 3-2) suppling power to the finishing timer
that takes the control of the second timed portion
of the freezing cycle up 1o its completion.

The length of this second timed portion of the
freezing c&cle is pre-fixed and related to the
setting of the upper part of the timer cam.

The electrical dbmponents in operation durin
the freezing cycle are: :

COMPRESSOR

REALY COIL (SD 125 & SD 210)

FAN MOTOR (in air cooled version)

WATER PUM

CONTACTOR COIL

and during the second phase of freezing cycle
_(I_'Il'i\rﬂnéaRmode) they are joined by the

The refrigerant head pressure, in the course of
the freezing cycle, ranges between 13.5 and
14.5 bars (190+205 psig) being controlled by the
hi-pressure control.

On the air cooled versions, when the discharge
pressure rises up to a pre set value, the pressure
control closes Its electrical contacts suppling
power to the FAN MOTOR. _ _
As soon as the discharged refrigerant pressure
drops, the pressure control opens its contacts to
temporarely de-energize the fan motor. -
On the models SD 22 and SD 23 water cooled
version the same hi-pressure control is used to
intermittently energize a water solencid valve
iocated on the water supply line to the condenser.
On the other models, in water cooled version, the
discharge pressure is kept constant by the water
regulating valve that meters the water flow to the
condenser,

NOTE. in case of shortage of water 1o the
condenser or failure of the water solenoid
valve a second “safety” condenser
thermostat, with the bulb in contact with the
iube of the liquid refrigerant, switch OFF the
unit operation as soon as its lemperature
reaches 65°C (150°F).

The unit will resume automatically its
operation when the temperature of the
condenser thermostat bulb drops down by
10°C (18°F).

At the start of the freezing cycle the refrigerant
suction or lo-pressure lowers rapidly to 3,3 bar-
45 psig then itdeclines gradually - in relation with
the growing of the ica thickness - to reach, at the
end of the cycle, ?Pprox. 1 bar-14 psig with the
cubes fully tormed in the cup molds.

The total length ¢f the freezing cycle ranges from
18 to 20 minutes.

DEFROST OR HARVEST CYCLE

As the electric timer has carried the system
throughout the second phase of freezing cycle,
the defrost cycle starts.

NOTE. The length of the defrost cycle Is pre-
determined by the setting of the lower portion
of the timer cam.

in case it Is possible to modify the defrost
cycle length through its setfing screw.

ATTENTION. The defrost period is the
most critical for the icemaker main
components expecially the compressor.
To avoid to abuse of them it is strongly
recommended to limit the harvest cycle
extension to 4 minutes at the most.

The electrical components in operation during
this phase are:

COMPRESSOR

RELAY COIL (SD 125 & SD 210)
WATER INLET SOLENOID VALVE
HOT GAS SOLENOID VALVE
TIMER MOTOR
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i The incoming water, passing through the water BEGINNING FREEZE. .
inlet valve and in its incorporated flow control ' '
(outlet), runs overthe evaporator platen and then Electrical components (L.oads)........ ON OFF
flows by gravity through the dribbler holes doWN  Comoressor .......io oo™ 4

into the sump/reservoir, ... . .

The water filling the sump/reservair forces part of PO MOIOT cran et L
the left-over water from the.previous batch'to run Hot gas valve .......oriicccens _ .
out to the waste through the overflow pipe. This Water inlet valve .........coccoccveverecerenen. .
overflow limits the level of the sump water which Water pump «.....ooooveeene.n. reerrrereen s .
Will be used to produce the next batch of i Relay GOl v ®
cubes. . o - . - _ -
MeaHWhile,the refrigel’ani‘ashotgas, discharged TEMEE MOIOr .o e e s hd .
from the compressor, flows through the hot gas
valve directly into the evaparator serpentine by- Electric Controls . ON  OFF
fl)_assmg the condenser. . Conctats 3-4 evaporator thermostat ... '*
he hot gas circulating into the serpentine of the Concials 3-2 evaporator thermostat ... "
evaporator warms up the copper molds or the Bin thermostat o S .
tips causing the defrast of the ice cubes. The ice N MBIMOSIAL 1eeor s vvnies i 2
cubes, released from the molds, drop by gravity Conctats COM-NO timer microswitch . "¢~
ontoaslanted gridchute, thenihrough a curtained Conctats COM-NC timer microswitch. o~
opening they fall into the storage bin. _ Pressure Control....uiueneenreeeeereeeeene .
At the end of the dsfrost cycle, both the hot gas ' o
-\._/- and the water inlet \?alves ¢lose and the machine
starts again a new-freezing cycle.
9 freezing oycle. TIMED FREEZE
OPERATION - CONTROL SEQUENCE Electrical components (Loads)........ON- - OFF
R : : COMPFESSON uvvvvvieiiirccrimicre e eneras .
At the start of freezing cycle, the evaporator Fan motor ... ioicivdinnmrimnrtinenia . @ - &7
thermostat controls the length of the first part of Hot gas valve . : o
the freezing cycle. As its bulb senses a gas Vae ............ e .
predetermined tem] era-!ure, itcloses ils Oonlacts Water inlet valve .......... e eemreie e _
to supply power to the timer motor which, inturn, Water pump ... *
takes over the control of the freezing cycle. Rolay Coll .....ccovriviniineccrcniiscsrinines. ®
This second part of the cycle has a pre-fixed time TIMer MOEOT..cveeeeeeeeceeeeevevrererns e @
duration \;:(hiﬁh is retied to the setting extension of '
th.e cam igh profile. o Electric CQntfols o ON - OFF
: B Y Conctats 3-4 evaporator thermostat ... *
NOTE. The evaporator thermostat is factory - .
set to the number 4 Of its setting dial. . nynctats 3-2 evaporator thermostat ... .
In case it Is required the setting of the Bin thermostat.........l..........:.....-.........;;..
‘evaporator thermostatcan be made by turning Conctats COM-NO timer microswitch . ¢
its adjusting screw located on front side. Conctats COM-NC timer microswitch . .
With a clockwise rotation of the setting screw Pressure CONtrol ... ereeseneenrerenn. . .
~ the thermostat cut IN lemperature will be
lowered (longer freezing cycle - thicker ice
cLibe) while, with a gountercfockwise'roraﬁon
of the screw, the Cut IN temperature rises o
(shorter freezing cycle - thiner ice cube). I° PORTION HARVEST CYCLE
Once completed the ffeezing cycle 2nd hase Electrical comi)onents {Loads)........ ON OFF
the system switches automatically into the defrost COMPressor «.oiueeee e e vivisininiinrars ¥ _
cycle which has a pre-fixed length as well. Fan Motor......c.vvvveveeessere .
At completion ofthe déefrost period the unit staris Hot gas valve S ‘. .
again a new freezing cycle. SVaV ooooerrtiserinres s
- = Water infet valve ..o, ®
o Waler pump ..o, .
OPERATION - ELECTRICAL SEQUENCE FEIRY GOl v
_ o _ Timer MotoT ... i i, .
The following charts illustrate which switches _ L o
and which components are ON or OFF during a Electric Controls : « ON  OFF
Ear_tl,cular phase of the icemaking cycle. . Conctats 3-4 evaporator thermostat ... .- .
efer to the wiring diagram for a reference. Conctats 3-2 evaporator thermostat ...
Bin thermostat..l..ivivecviiinione. @
| 'NOTE. The wiring diagram shows the unitas | ; : o R
- it is in the Evaporator Thermostat mode of Contats COM-NO timer microswitch .~
the Freezing Cycle. : Conctats COM-NC timer microswitch .  * _
- - Pressure control ........... PR .

e R P g R e D]
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Il° PORTION HARVEST CYCLE

Electrical components (Loads) ...... ON. OFF

COMPressor . ... *
Fan MotOr wvvvvueccieresisisisisicecreceres 8
Hot gas valve ......ccceeeeeeeee e, LI
Water inlet vaive .........ccocooceercenrinns . .
Water pump .............. R e
Relay coil .......... e e N K

Timer motor ............... [, .
Electric CONOIS ......roremrrmemssesssneee. ON OFF
Conctats 3-4 evaporator thermostat ... *
Conctats 3-2 evaporator thermostat ... =~ *
Bin thermostat .. vverrecmrenrrierccc. &
Conctats COM-NO timer microswitch. ~~ »
Conctats COM-NC timer microswitch . ¢
Pressure CoOntrof ...........covevecereenen.nn. L.

OPERATING CHARACTERISTICS

On air cooled models during the freezing cycle
the discharge pressure is keptbetween 12.5 and
14.5 bars (190+205 psig) by the hi pressure
control. _

At the same time the suction pressure will
gradually decline, reaching its lowest point just
before harvest. Compressor amps experience a
similar drop.

On_water cooled, the discharge pressure is
maintained constant during the freeze cycle by
the water regulating valve at 14 bars (195 psig).
However, suction pressure and compressor amps
will still decline as the machine freezes ice.

COMPONENTS DESCRIPTION

A. MASTER'SWITCH
(Not used on model SD 22)

Fitted on the front side of the unit cabinet the
master switch has to be used to start-up and to
stop the ice maker operation. . _

In connection with it there is the green monitor
light. '

B. EVAPORATOR THERMOSTAT

The\evafaorator thermostat with its sensing bulb
intimately in contact with the refrigerant outiet
tube from the evaporator, seénses the evaporating
refrigerant temperature (which declines in the
course of the freezing cycle) and when this one
reachesthe pre-setvalue, it switches its contacts
from 3-4 {o 3-2 to activate the finishing cycle (2nd
phase)which has apre-setextension determined
by the large diameter lobe of the timier cam.

C. BIN THERMOSTAT

The bin thermostat, which -has its sensing bulb
downward into the storage bin, shuts-OFF
automatically the icemaker when thé ice storage
bin is filled and ice Contacts its"bulb. Being it
connected in series with the front microswitch of
the timer, it causes the unit shut-off only at the
end of the-freezing cycle, when the ice cubes are
completed. ' : o :

After ice is removed from the bin and its bulb
warm-up it allows the unit to restart' from the
beginning of.the harvest cycle which, in the
circumstance, is'more likely a water filling cycle.

P. TIMER

Equipped with two microswitches which plungers
ride one timer cam, the timer is located inside the
control box. :
The function of the timer begins when activated
_lln_¥l the cube size control (evap. thermostat), -
e large diameter lobe of its cam determines

the 2nd freezing cycle portion length, while the
cam small diameter lobe, determines the time
gycle for the harvest sequence.

he timer cam can be adjusted 1o vary the defrost
time as required. - - - R

WARNING. Never set the defrost time for
longer than 4 minutes as this will
jeopardize the compressor motor
windings. S -

It goes without saying that an extension of the
defrost period will directly reduce the timed portion
of the freezing cycle and viceversa.
Consequently any variation made at the timer
camsetting requires a compensation adjustment,
very fine and very accurate, of the evaporator
thermostat. - ' :

E. CLEANING SWITCH
- {Not used on model SD 22)

The cleaning switch is located on the edge of the
control box and it can be switched in three
different positions which are:

Operation Supply power directly. to the
compressor mofor or, . on ‘models
SD 125 and SD 210, directly to the
refay coil. .

Cleaning  ~ Shuts-off the compressor so that

only the water pump will remain in

_ “operation. o

Rinsing - Beside the water lpL’Imp-it activates
the water inlet vaive. :

When positioned on “Cleaning” the water pump
primes the cieaning or the bactericide solution
allover the unit water system t¢ generate a good
cleaning and sanitizing action of the ice maker.

C




When positicned on “Rinsing” the water pump
primes the fresh incoming water to remove from
allover the unit water system any residue of the
cleaning solution left over in the previous phase.

NOTE. ltis recommendad to avoidthe rinsing,
after the sanitation of the unit water system,
as any baciericide coating, which is beneficial
to limit the bacteria growth, left-over in the

system may be removed.

F. HIPRESSURE CONTROL

Used either on air and water cooled ice makers
it functions to maintain the head pressure within
the preset values of 13,5 and 14,5 bars, by
intermittently activating the fan motor {in the air
cooled models) and the water inlet valve to the
condenser {in the water cooled models).

G. HI TEMPERATURE SAFETY THERMOSTAT
(Water cooled models only)

Fastened directly onto the refrigerant liquid line
“ang electrically connected upstream all other
controls, this safety thermostat shut-off the
.icemakers when senses that the temperature at
the liguid line has rised to the limit of 65°C.

H. WATER SPRAY SYSTEM

It consists of one spray bar with-several spray
nozzles on its extension. S
Thewaterpumped, is sprayed throughits nozzles
in each individual mold or onto each evaporator
tip to he frozen inte ice.

. WATERPUMP
- The water pump operates continually throughout
the freezing cycle. - e :
The pump primes the water from the sump to the
spray system and through the spray nozzles
sprays it .to the copper molds or onto the
evaporator tips to be frozen into crystal clear ice
cubes. :

ltis recommended that the pump motor bearings
be checked at least every six months.

J.  WATER INLET SQLENOID VALVE -
3/4 MALE FITTING

The water inlet solenoid valve is actiirated bythe

timer microswitch oniy-during the defrost cycle,

When energized it allows a metered amount of
incoming water toflow.over the evaporator cavity
to assist the hot gas in defrosting the ice cubes.
The water running over the evaporator cavity
drops by gravity, throtigh the dribbler holes of the
platen, into the sump reservoir where it will be
sucked by the water pump and primed to the
spray system.
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K. HOT GAS SOLENOID VALVE

The hot gas solenoid valve consists basically in
two paris: the valve body and the valve coil.
Locatedonthe hotgas line, this valve is energized
through the timer microswitch conctats
COM-NC during the defrost cycle.

During the defrost cycle the hot gas valve coil is
activated so to attract the hot gas valve piston in
order to give way to the hot gas discharged from
compressor to flow directly into the evaporator
serpentine to defrost the formed ice cubes.

k. FAN MOTOR (Air cooled version)

The fan motor, electrically connected in series

- with the pressure control operates during the

freezing cycle to draw cooling air through the
condenser fins so to keep the condensing
pressure between the two preset values
(13.5+14.5 bars-190+-205 psig).

‘M. WATER INLET SOLENOID VALVE -

3/4 MALE FITTING
{SD 22 and SD 23 water ¢cooled version)

A second water inlet solenoid valve, operating
through an automatic hi-pressure control, is used
on water cooled versions to supply water to the
condenser.

‘When activated it supplies a metered amount of

water to the condenser in order to limit its tempe-
rature and the refrigerant operating high pressure.

N. WATER REGULATING VALVE
{Water cooled version)

This valve controls the head pressure in the
refrigerant system by regulating the flow of water
going to the condenser.

As pressureincreases, the water regulating val-
ve opens to increase the flow of cooling water.

0. COMPRESSOR

The hermetic compressor is the heart of the
refrigerant system and it is used to circulate and
retrieve the refrigerant throughout the entire
system. It compresses the low pressure
refrigerant vapor causing Iits temperature to rise
and become high pressure hot vapor which is
then released through the discharge valve.

P. RELAY (SD 125 & SD 210 only)

Placed inside the control box it operates in order
to close or_open the electrical circuit to the
COMpPressor.
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SERVICE DIAGNOSIS

SYMPTOM a

POSSIBLE CAUSE

: SUGGESTED GDRHEG‘I'ION i

Unlt will N6t ¥ run '_

7| Main switch in OFF position
. Ldosé-_e_tl_ectr_i'ca'i connections. -

“Inoperative bin thermostat™ -

| Replace thiermstat: <

| Turn switcfi to ON p03|llori

| Comipressor cycles
intermittently

I Low voltage

" Contactor with burnt contacts
- | ‘Non-condensable gas in system - -

'|“Compressor starting device

with loose wires

. To high-room temperature.. ... .. ¢

- -dewce

:Move the unitina mere.. : . ..
| suitable place: ...

Check circuit for overloading
Check: voltage atthe supplyto

the building. If low, contact tha
"""._'Do»vercompany B e

| comarpice

“Purgs the system -~ -~ .

Check for loose wires in starting

‘Cubes too small

f Freezing cycle too short

.- ! Capillary tube partially restricted

Moisture in the system
- | 'Shertage of water
ey $ho_dége of refrigerant

.= | Inoperative evaporator thermosfst _

| Same as above

Fleplace thermostsl

| Reviéw setting of DIP SWITCH™ -~

keys

Blow charge, add néw

| gas & drier, after evacuating. . . . -,
system with-vacuum:pump -

See remedi'es for sho;tage of water

Check for Ieaks & recharge -

Cloudy cubes

Shortage of water

b 'b‘ir:ty'ﬁéié? suﬁ;‘ily
e '-=Aecumulated mpunt:es cleaner

: -Water pump Ioosmg disch. pressure

| see remedlesforshortage df.ﬁatér’_

'--Use water soﬂner or water fllter L

Lise SCOTSMAN Ice Machine

Shoftage ofwater™ -+~ -

watef-‘sp'iliing outthrough curtain -
Water solenoid valve not opehing -

| Waterleakinsumparea ..~ .

1" Water flow control plugged

:_Locate and repalr

Remove and ciean
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symprom ~ - - |

POSSIBLE CAUSE

) SUGGESTED cenaec‘rron

Irregular cabes
size & some cloudy

.| Unit riot level

Some jets plugged

. |. Shortage of water

Hemove |et cover and clean

See shortage of water. ;. w002

ol Léi.f@l_‘aﬁ fequired -~ -

Cubes too large

Freézing cycle too long

' '.__AdeSt evap thermostat KD

Inoperative evaporator thermostat -

' Replace thermostat

Decreased ice capacity

Inefficient compressor
EN ¥ 'Leaky ‘water valve

Non—condensable gas in systern

| | Overcharge of refri'gera'nt”

4 |- Capillary tube partially restricted

| Hot gas solenoid valve leaking - |

.. | Undercharge of refrigerant -

* Discharge head pressure too high

- p’o'er. air_.:eirpulation or exgessive -
- |het location .
1(Red-alarm LED glows)

Replace

Repair or replaca R

Purge the system
-Relocate the unit.or prowde for
‘+ more venlilation
y Correct thie charge Purge off slowty ';'

Blow charge add new gas & drrer

after evacuating system with

vacuu pump

Replace valve

: -Charge to data piaie mdrcatlon

See incorrect dlscharge pressure '

| Poor harvest

-:',__Ftes't__rzig__tieri in incorning water fine- |
P : | control. neeessary enlarge the
flow control orifice. L

Water inlet vaive not operiing -

| Hot gas valve crifice restricted

 Discharge head pressure 100 low

Check water vatve strarner and ffow :

Valve ¢oil with open wmdlng

I Replace valve
Replace hot gas valveg assy

Seemcorrect drscharge pressure o

Incorrect discharge pressure

~“Inoperative fan pressure control

. | -Inoperative fan motor

; Water regulating valve misadjusted

Heplace pressostat _

-' Reptace

A_djust _its_ setting stem.

| Excessive water.in Unit base. . |

Wete_r tubing ' leaking

| Check. Tighten or replace o
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MAINTENANCE AND
CLEANING INSTRUCTIONS

A. GENERAL

The periods and the procedures for maintenance
and cleaning are given as guides and are not to
be construed as absolute or invarlable.
Cleaning, especially, will vary depending upon
local water and ambient conditions and the ice
volume produced; and, each icemaker must be
maintened individually, in agcordance with its
particular location requirements.

B. ICEMAKER

‘The following maintenance should be scheduled
at least two times per year on these icemakers.

1. Check and clean the water line strainer.

2. Check that the icemaker is levelled in side
to side and in front to rear directions.

3. Clean the water system, gvaporator, bin

and spray jets using a solution of lce Machine
Cleaner. oML
Refer to procedure C cleaning instructions and
after elganing will indicate frequency and proce-
dure to be followed in local areas.

When remove the ice cubes from its sensing
bulb the unit will restart after few seconds from
the defrost cycle assuring the filling up of the

water tank.

NOTE. It is possible to adjust the setting
temperature of the bin thermostat by slightly
turning ifs adjusting screw.

NOTE. Cleaning requirements vary according
to the local waler conditions and individual
useroperation. Conlinuous check of the clarity
of ice cubes and visual inspection of the
watergorayingpans beforeand after cleaning
will inaicate fret;uency and procedure to be

followed in foca areas.

4. Withthe ice machine and fan motor OFF on
air cooled models, clean condenser using vacuum
cleaner, whisk broom or non metallic brush taking
care to'do not damage both the condenser and
ambient temperature sensors. -

5. Check for water leaks and tighten drain line
connections. Pour water down bin drainline to be
sure that drain line is open and clgar.

6. Check size, condition and texture of ice
cubes. Perform adjustment of the evaporator
thermostat or cube size control by turning its
adjusting screw clockwise for a thicker ice cube
and counterclockwise for a thiner onhe.

7. Check the bin thermostat to test shut-off.

Puta handfull of ice cubes in contact with its bulb.
This should cause the ice maker to shut off within
20+-30".

8. Check for refrigerant leaks.

C. CLEANING INSTRUCTIONS OF WATER
SYSTEM

1.  Removethefrontandthetop panelsto gain
access either to the control box and to the
aevaporator.

2. Wait till the end of defrost cycle then, shut
the unit OFF by means of its master switch (on
unit SD- 22 switch OFF the machine with the
master switch on power ling).

3. Scoop out all the ice cubes stored into the
bin in order to prevent them from being
contaminated with the cleaning solution then
flush out the water from the sump reservoir by
removing the overflow stand-pipe.

4. Prepare the cleaning solution by diluting in
a piastic container two or three liters of warm
water (45°+50°C) with a 0,2+0,3 liters of Ice
Machine Cleaner.

WARNING. The Ice Machine Cleaner
contains Phosphoric and Hydroxyacetic
acids. These compounds are corrosive
and may cause burns if swallowed, DO
NOTin_ducevomitina.GiveIal‘geamoun_ts
of water or milk. Call Physician
immediately. In case of external contact
flush with water. KEEP OUT OF THE
REACH OF CHILDREN

5. Remove the evaporalor cover then slowly
pour onto the evaporator platen the cleaning
solution. With the help of a brush dissclve the
most resistant and remote scale deposits in the
platen. .

6. Set the cleaning switch {(where fitted} on
CLEANING position and give power to the unit

- by the master switch (Fig.56).

NOTE. Perform the above check only at the
beginning of the harvest cycle as, during the
freezing cycle the bin thermostat contacts
are bypassed by the front microswitch of the

timer.

NOTE. With the system in CLEANING mode
the water pump is the only component in
operation to.circulate the cleaning solution in
the entire water syster.

On the model SD 22, with no cleaning switch, |

even the compressor will be energized; this
will parfially limit the descaling effect of the
cleaning solution.




7. - Let the unit to:remain in the CLEANING

mode for about 20 minutes then switch OFF the.

machine. -

8.  Flush out the cleaning solution from the
sump reservoir then pour-ontc the evaporator
cavity one ortwo liters of clean potable water with
a capfull of antibacteria solution 1o rinse and
sanitize the molds and the spray system.

It necessary remove the spary bar and nozzles to
clean them separately then. refit them. :

9. Set back the master switch to ON. The
water pump is again jn operation to circutate the
water and the antibacterial solution- in. order to
rinse the entire water system.

Switeh OFE the unit after approx. 10 minutes and
flush outtherinsing water fromthe SUMP raservoir.

10.. Move the. cleaning switch on RINSING
position and give power te the unit by the master
switch (Fig.7). T
By doing so both water pump and water inlet
valve are energized to fill up the water tank.

11. When the water tank is filled up (water
flowing out from the drain) putthe cleaning switch
on OPERATION position te restart the machine

in the automatic mode.. ..
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12. Re-fit the evaporator cover .and the unit
service panels. '~ 7 oo 0 0

13. At completion of the freezing and harvest
cycle make sure of proper texture and clearness
of the ice cubes and that, they do not have any
acid taste. SRR AL -

ATTENTION. In case the ice cubes are
cloudy, white and havean acid taste, melt -
them immediately by pouring on them
somewarmwater. . . - e o
This to prevent somebody from using
them. Lo R

14. Wipe clean and rinse the inner s_ur_fé;‘ces of

the storage bin. e

REMEMBER. To prevent the accumulation -
of undesirable bacferia it is necessary. to

sanitize the interior of the storage bin with
an a;‘(nﬁ-a!gae disinfectant solution every
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ALLGEMEINES UND
INSTALLATION

A, EINFOHRUNG

Diese Bedienungsanleitung gibt alle technischen
Angaben sowie die Reihenfolge fiir Installation,
Inbetrichnahme und -Betrieb, Wartung und
F{elnl%ung der BIMAG. EISBEF{EITEFI der
Serie

Die SIMAG Elswurfelberelter smd flir eine hohe
Qualitat geplant und produzieri. Diese werden
bei uns (ber mehrere Stunden getestet und
kdnnen daher eine maximale Leistung fir jede
Verwendung und Situation sichern.

Die Maschinen stimmen nicht nur mit dem von
den Herstellern {wie wir) verlangten hohen
Qualitatsstandard Gberein, sondern haben auch
die komplette Anerkennung des Befahigungs-
nachweises der 3 wichtigsien. européischen
Ratifizierungs-Unternehmen von eléektro-
mechanischen Geréten bekommen, u.z.:

VDE - SEV - WRC mlt folgenden Zelchen

Die Errelchung der og. Ratifizierung bedeutet,
dass diese Maschinen mit anerkanntem Material
und Bestanteile produziert sind und auch dass
diese, vor der og. Ralifizierung, sorgfdltig
vonseiten der VDE-SEV-WRC Technische
inspekioren untersucht/getestet worden sind.
Diese inspektoren behalten sich das Recht
weitere Untersuchungen auf unsere in Betrieb-
bzw. in der Produktionsphase stehenden
Maschinen durchzufiihren. Dies um sicherzu-
stellen dass die angegebenen Anwendungs-
vorschriften von uns immer befolgt werden und
die Maschinen damit problemlos auf den Markt
verkauft werden kdnnen.

&0

BEMERKUNG. Um nicht die Qualitits-
Sicherheifseigenschafien dieses Gerdtes zu
reduzisren oder zu gefdhrden bitten wir Sie
sich sorgfditig bei der Installation bzw.
Wartung, auf das was in diesermn Handbuch

angegeben, zu halten.

B. AUSPACKEN UND INSPEKTICN

1.  Um eine korrekte Installation durchflihren
zu kdnnen, rufen Sie bitte den SIMAG Vertreter
oder den bevollmachtigter Grosshandler an.

2.  Prilfen Sie die dussere Verpackung und
Holzgrundfléche des gelieferten Eisbereiters.
Soliten sich verdeckte Schaden zeigen, milssen
diese sofort der Speditionsfirma mitgeteiltwerden,
und das Gerat zusammen mit dem Vertreter der
Speditionsfirma gepriift werden.

3. a) Das Plastikband, das die Karton--

verpackung mit der Palette S|chert entfernen.

b} Die Metallklammern , welche: die
Kartonverpackung ander Hoizgrundflache halten,
entfernen.

¢) Die Oberseite der Verpackung offnen

und die Polystyrolschutzschichten und Ecken
entfernen.

d) Den ganzen Kartori abnehmen.

4. Vorder-und Rickwand der Maschine
abnehmen und auf versteckte Sch&den
Uberprifen. Die ausliefernde Firma (ber
versteckte Schadenwie unter Punkt2 angegeben
unterrichten.

5. Alle innenstiitzen und Schutzklebebander
entfernen.

6. Uberpiifen Sie, ob die Kihlleitung nicht
andere Leitungen oder Flachen berihrt und der
Lifterfligel nicht blocklert ist.

7. Prufen Sie, ob der Kompressor an allen
Montagepu nkten beiestlgt ist.

8. Zur Reinigung der Spelchennnenflachen
und der Gehauseaussenwénde ein sauberes,
feuchtes Tuch benlitzen.

9. Uberpriifen Sie, ob die értliche Strom-
spannung mit der auf dem Fabrikationsschild
angegebener Spannung (bereinstimmt. Das
Fabrikationsschild befindetsich aufder Rlickseite
des Gehdauses in der Nahe der hydraulischen/
elektrischen Anschliisse.

WARNUNG: Eine falsche Spannung der
elektrischen Versorgung wird auto-

matisch Ihre Garantierechte annullieren.

10. Hersteller Garantiekarte (im.Inneren der
Bedienungsanleitung beigefiigt) einschliesslich
Modell und Seriennummer des Fabrika-
tionsschildes vollstandig ausfillen und die mit
der vorgedruckien Adresse versehene
Registrierkarte an SIMAG schicken.

11. Wenn notig, die vier Fisse an den
entsprechenden Stellen unter der Maschine
einschrauben.

C. MASCHINENPLATZ UND
WAAGERECHTE AUFSTELLUNG

WARNUNG. Dieser Eiswiirfelbereiter ist
firdie Aufstellung im innerenvon Rédumen
geplant, deren Raumtemperaturen NICHT
unter 10°C oder Uber 40°C sind.

Wird die Maschine trotzdem iiber eine
lingere Zeitspanne unter diesen
Umstiinden betrieben so ist dies als
unsachgemasse Behandlung zu
betrachten und bedeutet aufgrund der
Bestimmungen der SIMAG Hersteller-
garantie den Verlust der Garantie-
eistung.

.‘/W




1. Die Maschine am gewéhlten Ort aufstellen.
Bei der Wahl des Aufstellungsortes sofiten
folgende Punkte beachtet werden:
a) Raumtemperaturen: min. 10°C und
max. 40°C _ _
- b} Wassertemperaturen: min. 5°C und
max. 40°C : S
¢) Ein gut beliifteter Raum flr luftgekihlte
Maschinen, damit der Kondensator korrekt
funktionieren kann. _
_ d) Wartungszugénglichkeit, ausreichender
Platz fir alle Anschiiisse an der Gehause-
rickwand, Mindestabstand der Maschinenseiten
von 15 cm. Bei luftgekUhlten Geraten muss eine
Luftzirkulation gewahrleistet sein, damit eine
ordnungsgemésse Kondensation der Kaltean-
lage nicht verhindert wird. '
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HINWEIS. Alfe Aussenanschlilsse missen
einwandfrei gemédss Iandesiiblichen
Vorschriften instalfiert werden. Bevor die .
Maschine elektrisch angeschiossen wird,
- priifen Sie nochmals, o8 die auf dem
Gerétesschild angegebene Spannung der

BEMERKUNG. Beimeingebauten Geratund
ainer Raumtemperatur von mehr als 32°C
vermindert sich die Eisproduktion bis max.
10% gegeniiber der angegebenen Menge
auf dern Diagramm.
Die Tages-Eisproduktion wechselt mit den -
verschiedenen Umgebungstemperaturen,
Wasserternperaturen und Standoren der
Maschine.
Zur Erhaltung der Maximalkapazitét Ihres
SIMAG-EISBEREITERS sind regelmassige
Wartungsmassnahmen, wie in dieser
Bedienungsanleitung angegeben, durchzu-

fihren.

2. DieMaschinedurch Reguliérung der Flisse
von links nach rechts und von verne nach hinten
lotgerecht ausrichten.

HINWEIS. Dieser Eisbereiter besteht aus
empfindlichen Prézisionsbestandiesilen, so
dass everntuelle Stésse verhindert werden
miissen.

D. ELEKTRISCHE ANSCHLUSSE

Bachten Sie das Schild des Gerats um aufgrund

der angegebenen Stromstarke feststellen Zy
kénnen, weicher Typ und Schnitt des elektrischen
Kabels verwendei werden soll.

Alle SIMAG-Gerate werden mit einem
elekirischen Versorgungskabel geliefert, welches
einer elektrischen Linie-und Erdungsleitung
versehen angeschlossen werden. soll.

Dieses Kabel soll mit einem -eigenen magnet-
thermischen Schaiter, mit den richtigen
Schmelzsicherungen versehen
Geratesschild); verbunden werden, _
Die maximale erlaubte Stromschwankungbetrégt
CA?% uber, ‘resp. 6% unter den angegebener
Wert. . :

Eine zu niedrige Sgannung_ kann zu einem
mangelhaften Betrieb des Gerétes filhren und
Ursache von ernsten Schiden an Schiitzen und
an der elektrischen. Wicklungen bewirken.

(siehs .

gemessenen Spanmnung entspricht.

E. WASSERVERSORGUNG UNDABFLUSS

ALLGEMEINES

Boi der Wah! der Wasserversorgung fiir die
SIMAG Eisbereiter sollten folgende Punkte
beachtet werden:

a) Lange der Leitung
b) Wasserbeschaffenheit (klar und rein)
¢} Geeigneter Wasserdruck o

Da das Wasser das einzige wichtige Element fiir
die Eisproduktion ist, diirfen die drei
obenerwdhnten Punkte nicht unterbewertet
werden. Unter 1 bar liegender Wasserdruck
wiirde einen schlechten Betrieb der Eismaschine
hervorrufen, wahrend stark mineralhaltiges
Wasser triibe Eiswlirfel herstellt und im
Wassersystem Krustenbildung hervorruft.

WASSERVERSORGUNG

~ Das 3/4" Anschlussstiick des Wassereinlauf-

ventils mit einem verstarkten, ungiftigen
Plastikschlauch an - die Kaltwasser-

Versorgungsleitung fachgeméss anschliessen

und ein zugéngliches Sperrventil zwischen
Wasserleitung und Maschine einsetzen.

WASSERABFLUSS

Man empfiehit einen harten Plastikschiauch (mit

* der Maschine mitgeliefert). Um einen geraden
" Abfluss zu haben, st es ndtig, dass der Abfluss

eine Luftéffnung hat und in'einen Siphon abflie Bt

{3cm Neigung pro Meter).

Der Abfluss des Kondeénsator ist bei den
wagsergekihlten . Versionen im Inneren am
Abfluss des Gerates verbunden.

Beachten Sie, dass der Abfluss des Gerates
korrektam Siphon angeschlossen wird; es kénnte
passieren, dass .im Falle eines schlechten
Anschlusses das Wasser ‘wieder in den

. Eisbehdlter: oder ins Becken, wo die Pumpe
- Wasser entnimmt, zurtickfliesst.

HINWEIS. Afle hydraulischen Anschitisse
mdssen nach den landesiblichen Normen
durchgefihrtwerden; in einigen Fallen durch

einen amtfichen Installateur.
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F. SCHLUSSKONTROLLEN

1. lIstdie Maschlne in einem Raum aufgestellt
in deam auch'im Winter eine Mlndesttemperatur
von 10°C herrscht‘?

2. Besteht gin Abstand von 15 cm hinter und
seitlich der Maschine, um eine einwandfreie
Luftzirkulation zu gewéahrieisten?

3. Ist die Maschlne waagrecht aufgestellt'?
{(WICHTIG).

4. |st die Maschine an Strom angeschlossen
worden? Ist der Anschluss an die
Wasserversorgungs und Abilussleltungen
durchgefiihrt worden?

5. Wurde die Spannung gepri]ﬁ? Entspricht
diese der angegebenen Spannung?

6.  Ist der Wasserdruck von mindestens 1 bar
gewéhrlelslet'?

7.  Wurden die Befestlgungsschrauben des
Kompressors Uberprift? .

8. Uberpriifen Sie alle Leﬁungen des Gefrier-
Wasserkreislaufes um Schwingungen,
Vibrationen und eventuelle Storungen
auszuschliessen. Uberplfen Sie auch alle
Rohrklemmen (gut befestigt) und elekirischen
Kabel {gut angeschlossen)

8. Wurden Speicher und Gehause gereinigt?

10. Erhiselt der Besitzar/Verbraucher die
Bedienungsanieitung, und wurde er auf die
Wichtigkeit der regelmasmgen Wartung
hingewiesen?

11. Wurde die Hersteiler Registrierkarte
sorgfaltig ausgeflillt? Koentrollieren Sie die
richtigen Modell und Serienriummern auf dem
Serienfabrikationsschild und schicken Sie die
Karte an den Hersteller.

12. Wurde dem Besitzer Adresse und
Telefonnummer des zusté\ndrg}en SIMAG
Vertragskundendienstes mltgetellt

G. INSTALLATION

Handabsperrventil

Wasserfilter

Wassereinlauf

3/4" Anschluss

Abflussmiindung -

Wasserabfluss mit belliftetem Siphon
Abfiussstiick

Hauptschalter

Elekirischer Anschluss

© XN OROND =

'WARNUNG. Dieser Elsberelter ist nicht fiir dle Aufstellun% im Freien geplant und arbeitet
nicht bei unter Raumtemperaturen unter 10°C bzw. iiber

Das glelche gilt fiir Wassertemperaturen die nicht unter 5°C oder iber 40°C sein sollten.

T ]



BEDIENUNGSANLEITUNG

1. INBETRIEBNAHME

Nachdem Sie die Eiswirfelmaschine . korrekt
aufgesteltt haben und die Wasseranschlisse
sowie die elekirischen Anschli{isse erstellt sind,
halten Sie sich an iolgenden Inbetrlebsset
zungsabiauf

A. DasGeratdurchden Hauplschalter {ander
Frontseite) einschalten.

Das SD 22 Modell, ohne Kippschalter
ausgeristet, wird durch Betatigung des
Wandschaiters in Betrieb genommen; falls kein
Wandschalter vorhanden ist kann die Maschine
durch den Stecker (in einer entsprechenden
Steckdose) in Betrieb genommen werden.

BEMERKUNG Das Gerdt wird werkseitig
mit den Timermikroschalter-am Anfang der
unferen Seite des Nocken eingeslellf; diese
Position entspricht der Wasserflllphase.

Die Maschinewird sichin Betrieb setzen, wahrend
der Abtauphase, mit folgenden aktivierten
Bestandteile:

WASSEREINLAUFVENTIL
HEISSGASVENTIL
RELAISSPULE (SD 125 & SD 210}
KOMPRESSOR

TIMER MOTOR

B. Wihrend der Filll/Abtauphase becbachten
Sie dass das Wasser von den Lécher des
Verdamplers im unteren Becken fliesst, und
diesen flllt.

Das Excesswasser soll durch den vertikal-
Ueberlaufschlauch und durch den Abflusskanal
des Gerates abfliessen.

HINWEIS. Wenn wihrend der Filllphase der
Wasserbehdlter nicht bis zum Ueberlauf
gefiilltist, soilen Sie den Timerschaft drehen
ﬂach Beseirung der Vorderfront) bis der

ikroschalterknopf wieder in der
Nockenvertiefung eintritt und danach
folgendes tberpriifen:

1. Der Wasserdruck beim Wassereinlauf
muss mindestens 1 bar(Max. 5bar)betragen.

2. Eine eveniueli instalfierte Filteraniage
kannden Druck unterdas Minimumvon 1 bar
reduzieren.

3. Der maschineninterne Wasserkreislauf
Kdnnfe verstopft sein - insbesondere das
Fittersieb des Wasserzufuhr sinlassventils.

Das Geréat ist jetzt flir den automatischen Betrieb
bereit.
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UEBERPRUFUNG IM BETRIEB

C. Nach Abschluss des Abtauphase schaltet
die Maschine automatisch auf den Gefrierprozess
um, wobel folgende Komponenten aktlwert sind
Abb 1) :

KOMPRESSOR

RELAISSPULE (SD 125 & SD 210)
WASSERPUMPE = .
VENTILATORMOTOR (bei. qutgekuhller
Version). . .

D. . Prifen Sie durch die Eisauswurfoffung ob
das Sprihsystem richtig positionier ist und das
Sprihwasser bis in die Hohlformen des
Verdampfers gleichmissig spritzt. '
Achten Sie darauf, dass die Lamellen-Blenden
frei hangt und. nicht Wasser zwischen den
Lamellen herausﬂsesst :

E. Die Eisbildung in den Hohlformen des
Verdampfers basiert auf dem Warmeentzug des
aus den Sprihdisen an die Hohlformen
gespritzten Wassers.

Wahrend des ersten Teils der Gefrierphase steht
der Timer und der Mikroschalter ist am Anfang
der oberen Seite des Nockens positioniert {Ende
der Abtauphase).

F. Wenn der empfindliche Verdampfer-
thermostat-Fihler die Einstellungstemperatur
erreicht aktiviert sich der Timermotor der sich
wieder in Betrieb setzt und dreht um die
Gefrierphase (zweite Teil} zu beenden.

Wahrend dieses Teils der Gefrierphase sind
folgende Bestandteile aktiviert (Abb. 2):

KOMPRESSOR

RELAISSPULE (SD 125 & SD 210)
WASSERPUMPE

VENTILATORMOTOR (heilufigekihtter Version)
TIMERMOTOR

G. Bei einer Umgebungstemperatur von z.B.
21°C wird nach ca. 18+20 Minuten ab Beginn der
Eisbildung die Abtauphase gestartet, indemdas
Heissgas- unddas Wassereinlass-ventil gedffnet
wird. Die elektrisch aktivierten Komponenten
sind die folgenden (Abb. 3):

KOMPRESSOR

RELAISSPULE (SD 125 & SD 210)
WASSEREINLASSVENTIL
HEISSGASVENTIL
TIMERMOTOR

H. Kontrollieren Sie, ob wahrend der Abtau-
phase das zufliessende Wasser im Wasserbe-
halter steigt, bis es Gber den Ueberlaufstutzen
und dann in die Abflussleitung abfliesst.
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.  Priifen Sie die'Form der.frisch -abgesi_o_sse_-'

nen Eiswiirfel.

Sie sollten in der Mitte der geformten Seite eine
Kerbe von 7+8 mm. Tiefe aufweisen. )
Andernfalls nach der zweiten_Elisbildungphase
soll die Einstellung des Verdampferthermostats
durch Regulierung der Schraube verandert
werden. _

Diese Schraube soll im Uhrzeigersinn gedreht
werden um einen dickeren Eiswiirfe! zu.haben,
umgekshrt 'im- gégen-Uhrzeigersinn  fir die
Bildung eines dinneren. Wiirfels. Falls ‘die
Wirfelform in Ordnuing ist aber die Wiirfel triibe
sind, kann dies daran liegen, dass entweder die
Maschine in der zeilgesteuerten Phase der
Eisbildung zuwenig Wasser in die Formen spritzt
uhd/oder-die ‘Wasserqualitit eine Filteranlage
oder eine Wassernachbehandlung bedingt. -

Ji. -Wahrend der Abtauphase priifen Sie den
korrekten Betricb das: Speicherthermostats im
inneren des Speichers; einige Eiswirfel sollten
mit dem Thermostatsfihler zusammengestellt
werdan (Abb. 4). :

Nach .etwa: 30: Sekunden bis. max.--1: Minute,
wenn der Thermostatsfihletr die Einstallungs-
temperatur {+1°C) erreicht, wird der Thermostat
dic Kontakte &ffen und die Maschine ausser
Betrieb setzen. ' -

-HINWEIS. -Solite- diese. Kontrolie. wikrend
der QGefrierphase-durchgefiihrt werden,

" funktioniert die Maschine regelméssig bis -
zum Zeitpunkt-dass der -Knopf des
Timermikroschafters inderunieren Seitedes.-
alq%c;(eg)s schaltet (Anfang der Abtauphase)

Wenn der Fiihler des .Thermostats vom .Eis
“befreit”istund die Températurdesselben wieder
auf 4°C steigt wird die Maschine wieder mit der
Gefrierphase.anfangen. . . . o

K. instruieren Sie das Personal;-welches die

Maschine bedient, iiber die Inbetriebsetzung,
das Reinigen und die Sorgfaitspflicht.




FUNKTIONSPRINZIP

In den SIMAG-Eiswiirfelmaschinen wird das fiir
die Eisproduktion verwendete Wasserin stetiger
Zirkulation gehalten. Eine elektrische Pumpe
fordert das Wasser durch die Spriihdisen,
weiche es in die Hohlformen des Verdampfers
spritzen, '

ierwird ein Teil das gespritzten Wassers vereist:
das restliche Wasser félltin das unteren Becken
um wieder in Zirkulation gebracht zu werden.

GEFRIERPHASE

Das Heissgas, welches aus dem Kompressor
austritt, wird im Kondensator abgekihlt und zu
Flussiggas kondensiert. Auf dem Fliissiggas-
Abschnitt fliesst das Kaltemittel durch den Filter/
Trockner, worauf es im Kapillarrohr zu einem
leichten Druck- und Temperaturabfall kommt.
Beim Einstrdmen in die Kuhlschlange, welche
einen grésseren Innendurchmesser als die
Kapillare autweisen, beginnt das Kaltemittel zu
verdampfen. Die notwendige Verdampfungs-
wéarme wird dem Spriihwasserentzogen, welches
dadurch in den Hohlformen zu gefrieren beginnt.
Nach dem Passieren der Kiihlschlange gelangt
der Kaltemittel-Dampf Gber den Saug-
Akkumulator (dieser verhindert, dass
Flissiggasreste vom Kompressor angesaugt
werden) zurlick zum Kompressor.

Die Gefrierphase wird vom Verdampfer-
thermostat kontrolliert der auch die Dauer des
ersten Teils dieser Phase bestimmt; die Dauer
der Gefrierphase hangt von der Raum-und
Wassertemperatur ab. _

Wenn die Temperatur des empfindlichen Flihlers
bis zu einem vorherbestimmten Wert sinkt stellt
dieser die Kontakte um (von 3-4 in 3-2} und
schliesstden elektrischen Anschluss zum Timer;
dieser kontrolliert die zweite Phase des
Gefrierprozesses,

Die Dauer des zweiten Teils der Gefrierphase ist
fix und héngt von der Lénge (einstellbar) der
oberen Seite des Timernockens ab.

Folgende Komponenten sind wihrend der
Eisproduktion aktiviert

KOMPRESSOR o '
VENTILATORMOTOR (in den luftgekithien
Modelle) | '
WASSERPUMPE

SCHUETZSPULE (SD 125 & SD 210}

und zusétzlich, wahrend der 2. Phase des
Gefrierprozesses

ZEITUHR (TIMER).

Der Hochdruck des Kiihisystems wird durch den
Hochdruckpressostats. zwischen diesen
vorherbestimmten Werte (13,5-14,5 bar)
eingehalten. = -

Bei den luftgeklhlten Gerate, wenn der
Kahimitteldruck im "Kondensator einen
bestimmten Wert (iberschreifet, schliesst der
- Pressostat seine elektrischen Anschliisse und

aktiviert den LUFTERMOTOR.
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Sinkt der Druck des Kuihimittels im Kondensator,
6ffnet der Pressostat die elekirischen Kontakte
und der Liiftermotor wird ausser Betrieb gesetzt.
Bel den wassergekiihlten-SD 22 und SD 23
Modelle aktiviert der gleiche Pressostat,
abwechslungsweise, das Wassereiniassventil fiir
die Wasserversorgung am Kondensator,

Bei den anderen wassergekiihltén Versionen
wird der Hochdruck durch ein pressostatisches
Ventil (das den Wasserstrom am Kondensator
kontrolliert) konstant eingehalten.

HINWEIS. Bei total bzw. teilweiser
Wassermangel am Kondensator. oder

. Verbranntes Ventil setzt ein Sicher-
heitsthermostat (mit dem Fiihler an der
Kiihimittelschiange gesetzt) die Maschine
gleich ausser Betrieb bei Ueberschreitung
der Einstellungstemperatur von 65°C.
Wenn die Temperatur des Fiihlers um etwa
10°C sinkt stellt sich das Gerét automatisch
wieder in Betrieb.

Zu Beginn des Gefrierprozesses: steigt der
Saugdruck auf 3.3 bar um gegen Ende der
Eisproduktion (wenn die Wilrfel gebildet sind)
auf 1 bar zu fallen. Die Dauer des gesamten
Gefrierprozesses liegt zwischen 18+20 Minuten.

ABTAUEN/EISWURFELABWURF

Wenn der Timer das zweite Teilder Gefrierphase
beendet schaltet das Gerat in die Abtauphase
um. _

HINWEIS. Die Dauer der Abtauphase wird
vonder Ldnge (einstelibar) der unteren Seite
des. Timernockens bestimmt. - o

Falls nétig kann-die Dauer der Abtauphase
bei. Einstellung der Nockenschraube
verdndert werden.

ACHTUNG. Das Abtauprozess istdie meist.
kritische Phase fiir den . Betrieb der
elektrischen Bestandteile des Kiithimittel-
kreislaufes, besonders fiir den Kom-
pressor.

Umdiese Probleme zu verhindern miissen
die 4 Minuten Abtauphase nicht fiber-
schreitet werden. '

Wahrend der Abtauphase sind folgende
Komponenten aktiviert o

KOMPRESSOR : '
SCHUETZSPULE (SD 125 & SD 210)
WASSEREINLASS-MAGNETVENTIL
HEISSGAS-MAGNETVENTIL . :
TIMER MOTOR :
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Das einstromende Wasser fliesst durch -das
Einiassventil, iber den Durchflussregler (im Ventii
eingesetzt). auf die. Verdampferplatte um
schliesslich durch die Lécher der Hohlformen in
den Wasserbehalter zu tropfen.

Im Wasserbehélter steigt der. Wasserpegel bls
auf die Hohe des Ueberlaufrohres. ‘Die
Restwassermenge .. wird .im .néchsten
Produktionszyklus verwertet,-

inzwischen strémtdas He:ssgaswm Kompressor
iber das Heissgasventil .direkt in die
Verdampferschiangen unter Umgehung des
Kondensators.

Die Heissgas-Zirkulation ~erwarmt den
Verdampfer mit seinen Hohlformen, worauf die
Eiswirfel aus den-Formen (ber die schrage
Rutsche  durch den Lamel!envorhang in den
Eisbehélter fallen. - -

Am Ende der ‘Abtauphase “werden
Wassereinlassventil und Heissgasventil
geschlossen ‘und der nachste Gefrierzyklus
gestartet. -

STEUERSEQU ENZEN '

Der Verdampferthermostat reguliert den ersten
Teilder Gefrierphase. Wenn dieser die bestimmts
Temperaiur liestschliesstdie sleldrische Kentakte
und aktiviert den Timer der den zweiten Teil
beendet.

Die Dauer dieser zweiten Phase ist
vorherbestimmtin Bezug auf die Elnstellung des
Nockens (hoher Profll) N

HINWEIS. Der Verdampferthermostat ist
werkseitig eingestellt bei der Nummer 4 der
Regulierungstabelie,

Falls nétig kann die Operationstemperatur
des Thermostats bel Regulierung der
Schraube abgedndert werden. - = !

Im Uhrzeigersinn sinkt die Operations-
temperatur (iingere Gefrierphase - Eiswiiifel
dicker),”im gegen-Uhrzeigersinn steigt die
Temperatur (Gefne:phase kurzer E;swurfe!
diinner).

Wenndie 2. Phase des Gefrierprozesses beendet
ist, leitet das System direkt in die Abtauphase
ein. Nach beendeter Abtauphase beginnt das
Gerit automatisch ein neue Gefrierphase.

SEQUENZ ELEKTRISCHE BESTANDTEILE
Die nachfolgende Tabelle zeigt welche
Bestandteile, bei der verschiedenen Eisbil-

dungsr)hasen aktiviert oder nicht aktiviert sind.
Den elektrischen Schema kontrollieren.

HINWEIS. Der slekirische Schema zeigtdas
Gerdt In der Gefrlerphase, - diese vom

Verdampferthermostat kontrolliert.

Gefrierprozess - 1e Phase

Aktivierte eleldrische Bestandteile .. EIN AUS

KOMPIOSSOY ....covererrsmarererersmssrarsarmsnsmener - - %
LUHBIMOLOF o vavvvevecessiseene e esenerecnerer . ®
Heisgassventil ..........ccivee e iceieeeeennn, *
Wassereinlassventil ..........cco o - .
PUMPE 1.vvveever v eseeceseemanen! S . ®
Relaisspule ..o ¢
p.L231T], R S .
Elekirische Kontrolle .....c..ccocceaeencecene EIN AUS
Kontakte 3-4 Verdampferthermostat.... *
Kontakie 3-2 Verdampferthermostat....- ~  *
Speicherthermostat .................... e
Kontakte COM-NO micro timer ...........: 800
Kontakte COM-NC micro- hmer e

Pressostat ...y VTRV .

Gefrierprozess - 2¢ Phase - Zeiteingestelit-

Aktivierte elektrische Bestandtelle .. EIN - AUS

KOMPresSsor. ... eevciecereinsesananees
(RVLjr=Tqpple] (o] R IR
Heisgassventil ... iiinniccciiiienn. - - %
Wassereintassventil ...... RO i co .
PUMPE coovreecriiee s ecsessssrien e sssesssaisss o
Relaisspule ...
ZOHURE cevoeeeeeeeceee e
Elektrische Kontrolle ................. weee EIN - AUS
Kontakte 3-4 Verdampferthermostat ... -~~~ ¢
Kontakte 3-2 Verdampferthermostat L
Speicherthermostat ...y RN S

- Kontakte GOM-NQ micro tlmer UL P
Kontakte COM-NC micro tlmer ............ L
Pressostat .......... SN eiewes ® W
Abtauphase - ERSTER TEIL.
Aktivierte elektrische Bestandteile .. EIN AUS
KOMPFESSOr oo .ovvvrere e, ®
LUFOTMOION 1. v ereeeeeereseeenessesseessnesenes .
Heisgassventil ... rvriizivinn, ™7
Wassereintassventil ... *
REIAISSPUIE ......eovever v vereosmsssissenenene. ®
ZEHUNT oot
Elekirische Kontrolle ~ EIN.-AUS
Kontakte 3-4 Verdampferthermoslat .
Kontakte 3-2 Verdampferthermostat.... *
Speicherthermostat..............;............... .
Kontakte COM-NO micro timer ............ - .
Kontakte COM-NC micro Ilmer ........ . ®
Pressostat .. .




Der * Verdampferthermostat,

Abtauphase - ZWEITER TEIL

(ZEITEINGESTELLT)

Aktivierie elektrische Bestandteile ...... EIN AUS
KOMPEESSOT cvvceeoervsvei s areas e -
LUfermotor.. ..o .
Heisgassventil ..........cc.eccceevee. [ .
Wassereinassventil ... oerceccsinnre
Pumpe......ccoeivnnee et o
Relaisspule ... e .

ZBHUR ... .
Elektrische KONtrolle ......mmmssinees EIN  AUS
Kontakte 3-4 Verdampferthermostat.... *
Kontakte 3-2 Verdampferthermostat ... .
Speicherthermostat..................... e ®
Kontakte COM-NO micro timer ............ ' e
Kontakte COM-NC micro timer ........_... o
Pressostat ... ccooveininice e s *
BETRIEBSEIGENSCHAFTEN

Bei den luftgekihlten Modelien bleibt der

Hochdruck in- der Gefrierphase zwischen 12,5

und 13,5 bar und wird durch den Hochdruck-
ressostat kontrolliert.

Venn sich-das Eis in die Hohlformen bildet, sinkt
der Saugdruck bis zum niedrigen Punkt, gleich
vor Beginn der Abtauphase. - .

Die elektrische Ansaugung des Kompressors
hat ziemlich die gleiche Gangart.

KOMPONENTENBESCHRIEB

A. HAUPTSCHALTER ~
(Nicht verwendet aut die SD 22 Modelle)

Istin der Vorderseite des Gerétes eingebaut und
setzt die Maschine in-bzw. ausser Betrieb mit
dem gleichzeitigen aufleuchten der griinen
“Betrieb”- lampe. :

B

B. VERDAMPFERTHERMOSTAT

_dessen
empfindlichien Fuhler in der aussen Verdampfer-
Kuhlmittelleitung befestigtist, liestdie Temperatur
des KihImittels im inneren der Verdampfe:-

.schlange (veranderlich wihrend der Gefrier-

phase) und schaltet die elektrischen Kontakte
von 3-4'in 3-2 wenn dié Temperatur Unter den
bestimmten Wert sinkt (durch die Schraube
einstelibar). - B '
Wenn sich der Kontakt 3-2 schiiesst aktiviert sich
der Timer um die zweite Phase (zeiteingestellt)
des Gefrierprozesses zu beenden.
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C. "SPEICHEBTHER'MOSTAT

Der Speicherthermosiat,-‘ dessen Fihlersich im

-inneren des Eisbehéiters befindet, unterbricht

den Betrieb des Gerédtes wenn sich die Eiswiirfeln
mitdem empfindlichen Fiihler zusammensetzen.
Da. dieser am Timer-Vorderschalter
angeschiossen ist, unterbricht er den Betrieb der
Maschine nur am Ende der Gefrierphase; es
werden daher komplett gebildete Eiswiirfel im
Behélter gesichert sowie eine weitere
Wasserflliphase bei neue Inbetriebnahme der
Maschine. '

D. TIMER

Besteht aus.zwei Mikroschalter, von einem
einzigen Nocken betatigt, undist im inneren des
Schaltkasten eingebaut; dieser kontrolliert dig
Dauer des zweiten Teils der Gefrierphase (obere
Nockenseite) sowle. der Abtauphase {untere
Nockenseite). _ o

Bei Betatigung der 2 Halbnocken-
Befestigungsschraube kann die Dauer der
Abtauphase verkirzt oder verliéngert werden.

ACHTUNG. Um unersetzliche Schiden
dem Kompressor zu vermeiden soliten
die 4 Minuten der Abtauphase nicht

Uberschreitet werden.

An einer Verldngerung oder Verkirzung der
Abtauphase entspricht selbstverstindlich sine
Verlangerung oder Verkiirzung der zeitein-
gestellten Phase des Gefrierprozesses mit Risiko
einer unvollstandiger Eiswirfelbildung (oder zu
dicke Eiswirfel).

Um dies begegnen zu kdnnen soll die
Einstelischraube des Verdampferthermostats im
Uhrzeigersinn E.Eisw[}rfel dicker) oder.im gegen-
Uhrzeigersinn (Eiswtrfel diinner, leerer) gedreht
werden. o

E. REINIGUNGSSCHALTER
(Nicht verwendet auf die SD 22 Modelle)

Ist in der Frontseite des elekirischen Kasten
gingebaut und besteht aus 3 verschiedene
Positionen: . . o o

Aktiviert direkt den Ko.mp.ressor
oder, in die SD 125 e .8D 210 Mo-
delle, die Relaisspule...

Betrieb.

Reinigung. Setzt den Kompressor ausser
Betrieb wahrend die Wasserpumpe
funktioniert.

Spillung.. Aktiviertnichtnurdie Wasserpumpe
sondern auch das Wasserein-
lassventil. : _

Wenn die Position auf"‘Reinigung" ist lauft die
Pumpe.und lasst die Entkalker bzw. Antiaigen-
Ldsung im Wasserkreislauf in Zirkulation.
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Wenn die Position auf “Spiilung” ist kann das in
der vorherigen Reinigung gebliebene Entkalker
durch das von der Netzleitung einfliessende
Wasser abfliessen. . .

_HINWEIS. Nachdem man den Wasser-
_kreistauf mit der Anfialgen-Losung gereinigt
hat soll nie gesplilt werderi da die {brigen
Chforspuren—wichﬁ%zur Verhinderung einer

- neu-Bildung von Baklerizide-weggespult
werden kénnien. ' S

F. HOCHDRUCK PRESSOSTAT

Wird in dem luft-und wassergekilhlten Modelie
verwendet, |Asst den Hochdruck des Kiihimittel

kreislaufes zwischen den vorherbestimmten -

werte (13,5+14,5 bar) und aktiviert in
intermittierender 'Weise den Liiftermotor
(luftgekilhite Modelle} oder die Spule des
Wassereinlaufentils am  Kondensator
(wassergekihlte Modelle). '

G. SICHERHEITSTHERMOSTAT
(wassergekiihite Modelle} . . -

Setzt das Gerat ausser Betrieb wenn die
Kihlmitteltemperatur 85°C erreicht.

Dieser ist an der KOhlmittelleitung vom
Kondensator befestigt.

H. SPRﬁHBALKEN

Das Wasser 'wir'd-\ durch seine Sprﬁhdﬂsen
gepumpt und besprilht jede einzelne Hohlform,
we es dann gefriert.

I WASSERPUMPE .

Die Wasserpumpe [Auftununterbrochenwahren
des gesamten Gefrierzyklus. :
Die Pumpe fordert das Wasser aus dem
Wasserbehalter in den Sprihbalken. Das durch
die Sprilhdisen in die Heohiformen gespritzte
Wasser wird mit Luft stark vermischt, was flir
eine kristallklare Eiswiirfelbildung sehr wichtig
ist.

J.  WASSEREINLASS-MAGNETVENTIL

Es sorgt wiahrend der Abtauphése flr einen

begrenzten Wasserzufluss; das Wasser fliesst
Uber die Verdampferplatte und die Licher der
Hohlformen um schliesslich in den Wasser-
behalter zu tropfen. . o

K. HEISSGAS-MAGNETVENTIL

Es besteht aus zwei Teilen, namlich aus Ventil
und Ventilspule. Es ist im Heissgas-Stran
montiert und ist durch den Kontakle COM-N
des Timers wihrend der Abtau/Fillphase
aktiviert. : o
Das Venti| 6finet den Gang flir das Heisgas das,
vom Kompressor gepumpt, die Eiswiirfel vom
Verdampfer |6st. a

L. VENTILATOR-MCTOR
(luftgekiihite Modelle)

Der Ventilator-Motor wird . tber den
Hochdruckpressostatwahrend der Gefrierphase
akiliviert. Dies ist nur wahrend der Eisproduktion
méglich, um genlgend W&rme abzutiihren und
damit der Kondensationsdruck resp. zwischen
12,5 und 13,5 bar eingehalien wird. -~

M. WASSEREINLASS-MAGNETVENTIL
(SD22 e_SD 23 wassergekUhlte Modellen)

Ein zweites Wassereintassventil gesteuert von
einem automatischen Hochdriickwéachter ist in
den wassergekiihlten Modellen vorgesehen um
den Kondensator zu versorgen.. .

Es sorgt dafuer einenbegrenzten Wasserzufluss
durch die Kondensatorschiange fliessen zu
lassen, s0 dass Warme entzogen wird, damit
Temperatur und Kihimitteldruck zu erniedrigen.

N. WASSER-DURCHFLUSS-REGELVENTIL
(wassergekiihlte Modelle)

Dieses Ventil regelt den Kiihiwasser-Durchfluss
{ber die Heissgastemperatur. Wenn der Druck
steigt, wird das Durchfluss-Ventil mehr gedffnet
um mehr Wasser am Kondensator zu leisten.

0. KOMPRESSOR

Der vollhermetische Kompressor ist das Herz
des Kaltesystems und hat die Aufgabe, die
Kéltemittel-Zirkulation aufrecht zu erhalten.

Er saugt das gasformige Kaltemitlel an, welches
unter Niederdruck und tiefer Temperatur vom
Verdampfer herstromt. Er verdichtet es, wobsi
Druck und Temperatur steigen -um dann .als
Heissgas iiber das Auslassventil den Kompressor
Zu verlassen. : :

P. RELAY (nilr auf SD 125 & SD 210)

Dieser ist innerhalb des elekirischen Kasten
eingebaut. Er hat die Aufgabe den elekirischen
Kreis am Kompressor zu schliessen/offnen in
Bezug auf die Position des Hauptschalters.
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FEHLEH

- EVTL. GRUND

] BEHEBUNGSVORSCHLAG g

| Maschine lauft nicht

-| . Hauptschatter ausser Betrieb

|- Elekirokabel falsch
- angeschlossen - -

Kontakte des

Verdampferthermostats offen

: :Hauptschalterauf *‘betrleb" drehen

-Die elektnsche Anschidsse

priifen

Thefmo_stat ersetzen

| Kompressor arbé'itet

unregelmassig - -

O Géringe Spannung

.Nicht kondensationsfahiges Gas -

im System

'Kompressorkabel teilweise
| verschmort .

Zu hohe Raumtemperatur

Stromkreis auf Uberbelastung

- |- kentrollieren
+ Spannung prifen
Wenn zu gering, das Elektnznatswerk

benachrichtigen

- System entleeren und-neu-fillen

'Untersuchung der verschiedenen

Endanschliisse

' Installationsort der Maschine wechseln

| Zu Kleine Eiswiiiel

| "2u kurze Gelrierphase

Tailweise versiopftes Kapillarrohr

Féuchtigkeit im System

| Zu wenig Wasser

1 -Gefriermittelfillung unzureicherid -

“Nicht funktionierender
Verdampferthermostat

Verdampferthermostat im

~ Uhrzeigersinn drehen

Fitllung ausblasen, Trockner und

_Fillung erneuern

Wie oben

" Biahie unten “zu wenig Wasser”

" Undichte Stellen aufsuchen und
i nachfﬁllen

Thefmostat ersetzen

Tribe Eiswirfel

-] -Zu wenig Wasser

- Unsauberes Leitungswasser
I-:Angesammeite Ablagerungen

Pumpe mit geringere Léismng

s P

Siehie unten “zu wenig Wasser”

- Wasserrenthérter oder Wasserfilter
T beniitzen

Ersmaschmenrelmger

verwenden (siehe Anweisungen)

Lager kontrollieren-ersetzen

| 2u wenig Wasser

Wasser spritz durch den Vorhang -

1 Wasser- Solencndventll offnet

sich nicht

 Verstoptter Filter des Ei_nlaésvéhms

Verstopfter DurchfiuBminderer

Vorhang wieder richtig einsetzen

" Oder arsetzen

- Reparieren oder ersetzen

Herausnehmen und erselzen

Herausnehmen und remfgen
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FUNKTIONSFEHLER

| FEHLER. .07 silvwns ooy

-E¥TL. GRUND

. BEHEBUNGSVORSCHLAG .. .

| Unterschiediiche Wirfelgrosse -}
| und zeitweilig triibes Eis

i-zZu wenig Wasser -
++ Nicht waagerechte Aufslellung
| der Maschine

Varstopfung einiger-Disen. - .

. Deciﬁel entfernen und Reinigen

| Sishe unten "zu wenig Wasser”
- Maschine ausrichien

| Eiswarfel Zugross ...

Zu lange Gefrierphase

:-:-Nit:ht funktionierender Verdampfef—

Verdampferthermostats.im gegen-
Uhrzeigersinn drehen

1. l"jberschuss an Gefriermitielfullung
e : .. |- Ablassen berichtigen

‘| Nicht schhessendes Wasserventll

<\ Nieht kondensatlonsfahiges Gas
_|m System

Schiechter Luﬂumlauf oder extrem

“| Teihweise verstopttes Kapillarrohr

+.Nich schliessendes Heissgasventii
|- Zu wenig Kihimittel -

1 Zu hoher Hochdruck

Thermostat ersetzen
| -thermostat :
Verminderte Leistung = - * | -Defekter Kemipressor - “Auswechsein

Auswechseln oder reparieren

System entleeren und neu fillen

Varselzen der Maschme oder
zusatzliche warmer Aufstellungsort

| Beliiftung durch neue Offoungen .

Den Inhalt durch langsames

Fltlung ausblasen, Trockner und
Fillung ermeuern

- Ersetzen

- FiHen laut Schild

Kondensator schmutzig. Reinigen

- LGftermotor verbrannt - ersetzen

| Unbefriedigender Tauprozess

Verengung der Wasserleitung

«F-Vifasser-Solenoidventil richt
“Jgedifnet

'-_ﬂeiéSQasvemii nicht gedfinet = =

'Hochdruck zu niedrig

Filter der Versorgungsleitung und

| des Durchflussminderers kontrolieren.

Ersetzen

Spule uberpriifen

Druck und Fillung kontrolliersn

| Falscher Hochdruck

Liftermotar defekt

Pressostat defekt

:| Falssch eingestelites

Wasserregulierventil

Pressostat ersetzen

' '_'Ersetzen

Richtig einstellen

| Zu viel Wa.séér. in é‘érﬁt

'Was'serleck \}oh Flohf

' Verschraubung priifen open

ersetzen




WARTUNG UND
REINIGUNGSANLEITUNG

A, VORAUSSETZUNG

Die Zeiten und Verfahren fur die Wartung und

Reinigung solien nicht absolut und unveranderlich
betrachtet werden. Die Reinigung hangt vonden

‘Raum-Wasserbedinungen und von der

produzierten Eismenge ab.
Jede Maschine hatihre ergene Wartung inBezug
auf ihren Standort.

B REININGUNG DES EISBEREITERS

Die nachstehenden Wartungsvorgange solten

mindestens zweimal jéhrlich vorgenommen
werden:

Kontrolle: und Sauberung des Filters im
inneren des Wassereinlaufventils.

2. Kontrolle, ‘ob -der Eisbereiter- waagerecht
steht; wenn nicht, nachregulieren.

3. Reinigung des Wassersystems,
Verdampfer, Speicher und Sptitzwelle mit einer
Eismaschinen Retnigungslésung {Cleaner).
Beachten Sie die Reinigungsanweisungen unter
Kapitel C-und nach Sauberung stehen die
Zeitabstande und die durchzufilhrenden
Massnahmen in den einzelnen Bereichen fest.
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7. Der Betrieb des Speacherthermostats
kontrollieren ‘bei Zusammenstellung einiger
Eiswlrfel am Flhler,

Das Gerit soll sich nach etwa 20*30 Sekunden
ausser Betrleb sefzen.

HINWEIS. Die 0g. Kontrofle nur am Ende der
Gefrierphasedurchfiihren dawdéhrenddioser
Phase die: Kontakte des: Thermostats von
den Kontakite des aussen Timer Scha!ters
tiberbriickt sind. - _

BEMERKUNG. Die Notwendigkeit der
Reinigung hingt jeweils von den értlichen
Wasserbeschaffenheiten und von der
Handhabung einar jeden Maschine durch
den Verbraucher ab: Stindige Kontrolle der
Eiswiirfelkiarheit und Inspektion der
Wasserspriihteile vorund nach derm Sédubern
sind fir die Hdufigkeit und die
durchzufihrenden Massnahmen in den
einzeinen Bereichen massgebend.

4, Bei ausgeschalteter Eismaschine (und
Liftermotor) den fiftgekiihten Kondensator mit
einem Staubsauger, Staubbesen oder Blrste
(nicht metallisch) sdubern.

5. Eventuelle Lecke in der Wasserleitung
ausfindig machen. Wasser durch die
Speicherabflussieitung geben, um sicher-
zustellen, dass der Abfluss frei und sauber ist.

6. Kontrolle von Grésse und Beschaffenheit

der Eisw(rfel und eventuell entsprechende

Regulierung der Verdampferthermo-

statsschraube, im Uhrzeigersinn fiir dickere

wu:;fell, im gegen-Uhrzeigersinn fir diinnere
Lrrel.

Nach Beseitugung der Eiswiirfeln-vom
empfindlichen Fuihler beginnt die Maschine
wieder die Abtauphase mit entsprechender
Wiederherstellung des Wasserniveauim Becken.

HINWEIS D;e Empfmdhchke;f des
Thermostatsfihler kann durch Regulierung.
der Schraube abgedndert werden.

8. - Kontrolle, ob Gefrierdefekte bestehen:

C. REINIGENDESWA'SSER'KREISLAUFES

1. Das Frontblech und die obere Abdeckung
entfernen, um Zugang zum elektrischen Kasten
und Verdampfer zu haben. _

2. BelbeendelerAbtauphasedasGeratdurch
den Hauptschalter ausser Betrieb setzen (bei
dem SD 22 Modell wird das Gerét durch den
Wandschalter ausgeschattet).

3.  Alle Eiswiirfel aus dem Behélter entfernen,
damit sie nicht mit der Entkalkungslosung
verunreinigt werden. Das Restwasser abfliessen
lassen, indem Sie das Ueberlaufrohr
herausziehen.

4. Die Reinigungsflissigkeit vorbereiten,
indem Sie in einem Kunststoffbehalter 2+3 Liter
warmes frinkbares Wasser (45°+50°C) mit 0.2
bis 0.3 Liter Entkalkungs-Lésung mischen
(Cleaner).

VORSICHT. Die Entkalkungs-Ldsung
enthdlt Phosphorsdure und Essigséure,
Diese Komponenten sind atzend und
bewirken Verbrennungen wenn Sie

eschluckt werden. Niemals mit

rechmittel behandeln. Grosse Mengen
von Wasser oder Milch trinken und sofort
den Arzt rufen. Bei Hautberithrung mit
viel fliessend Wasser abwaschen,

Dieser Cleaner soll nicht von Kinder
erreichbar sein.

5. Die Abdeckung uber dem Verdampfer
entfernen und dann die Reinigungsfllissigkeit
langsam {iber die Verdampferformen giessen.
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Mit. Hilfe einer Blrste kdnnen Sie die letzten
Kalkriicksténde in die Ecken entfernen.”

6.  Der ﬂelnlgungsschalter (wo vorgesehen)

auf Reinigung LAVAGGIQ. drehen und Gerat

unter Strom setzen (durch den Hauptschalter)
(Abb. 8).

HINWEIS.  Wéhrend. des Reinigungs-
programms istdie Wasserpumpe die einzige
aktivierte Komponente mit dem Ziel, die
Enrkalkungsﬂuss;gkefr im Wassersysrem in
Zirkulation zu haftten. -

In dem SD 22 Modeﬂ ohne Reinigungs-
" schalter, ist auch der Kompressor aktiviert
und dies fihrt zu einer verminderten

Wirksarmkeit der Entkalkeridsung.

7. Die Maschine soll 20 Minuten im
Entkatkungsbetrieblaufen. Anschliessend drehen
Sie den Hauptschalter und das Gerat ausser
Betrieb setzen : N

‘8. - Die gieiche Operatlon wie am Punkt 3
wiederholen um das Becken von der
Entkalkeritsung ‘entleeren; danach etwa 2+3
Liter trinkbares Wasser- mit einer baklerizide
Losung gemischt-auf die oberen Seite des
Verdampfers giessen um die kunststoffige Seite
sowie die Kupferfornen zu spillen.

Wenn nétig die Spmzwelle sowie die einzelnen
Disen separat reinigen. . _

9. "Der Fiemlgungsschalter auf Relmgung LA-
VAGGIO drehen und die Maschine einschalten.
Die Pumpe, wieder in Betrieb, lasst das Wasser
und die bakterizide Lbsun _im ganzen
Wasserkreislauf ‘zirkulieren und somit werden
die letzten Entkalkerspuren besemgt

Nach etwa 10 Minuten die Masching ausser

Betrieb setzen und das im Becken gebllebene
Wasser wieder abfliessen lassen. .. .

10. Der Reinigungschalter auf Splilung RI-
SCIACQUO drehen und das Gerat in Betrieh
setzen (Abb. 7).

Es wird daher die Pumpe und auch das
Wassereinlaufventil aktiviert um ein korrektes

Wasserniveau im Becken mederherstellen Zu
konnen " R :

11. Bei errelchten Nweau (Wasser filesst ab)

den Reinigungsschalter auf Betrieb FUNZIONA-

MENTO drehen um das -Gerdt wieder
automatischen in Betrieb zunehmen. -

12. Den Verdampferdeckel und die vorher
beseitigt_en Winde wieder einsetzen.

13 Kontrollieren Sie nach abgeschlossener
Abtauphase die Eiswiirfel beziiglich der Form
und Klarheit sowie neutralem Geschmack.

VORSICHT. Falls die:Eiswiirfel triibe sind

und sauer schmecken, schmelzen Sile

diese sofort mit warmem Wasser um zu

;grhmdem, dass Sie jemand verwenden :
nn

14 'Relmgén u.nd spilen Siedie iriner_e_n Flachen
des Eiswurfelbehalters. _

- HINWEIS. Um zu verhindern; dass sich.
Bakiarienim Efswurfelbehafferfestsefzen ist”
es notwendig, den Behélterimmer mit einem
Anti-Algen-Mittel zu desinfizieren.




